INTERMOUNTAIN ELECTRONICS, INC.

www.intfermountainelectronics.com
Phone: (877) 544-22%1
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The IRG / IPL plugs and receptacles are a patented, innovative line of 300A and 600A
lever -action plugs and receptacles designed for mine duty.

The result of uncompromising research and development efforts, IE plugs and recepta-
cles are truly revolutionary, boasting proprietary innovations:

1 Special two -piece insulators allow the insulator face to be replaced from outside the
power center (receptacle), without disconnecting any wiring (receptacle and plug).

Insulator repairs are trivial, requiring minimal down

-time.

1 A spring -loaded receptacle dust cover and a release designed to be operated by
foot frees both hands when connecting a plug into the receptacle. Making a con-

nection is much easier and faster.

1 Receptacles may be mounted with optional mounting plates, or with bolts mounted
directly to the panel. Nuts for the mounting plate/bolts fit inside recesses in the rear

of the receptacle body, so mounting/dis
tirely from outside the panel.

-mounting the receptacle can be done en-

These plugs and receptacles are fully compatible with similar products from other man-

ufacturers.
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1 Hands -free dust cover operation (receptacles)

1 2-Piece insulator for quick field replacement of
front section without disconnecting cables or
dismounting receptacles

1 Receptacle mounting hardware recesses al-
low mounting bolts to remain securely bolted
to the panel when receptacle is removed

1 Optional mounting plate further simplifies in-
stallation

1 Split female contacts and tensioning springs
for reliable contact

1 Flexible connections allow a wide range of ca-
ble sizes

1 Integrated cable clamps and sealing grom-
mets on plugs

1 Compatible with other brands of plugs and
receptacles
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IRG30 / IPL30:
1 Max current: 300 amps RMS at 1000
VAC (L-L)/600 VDC

#8 to 4/0 (Fold over wire
or use shims as required
for thinner gauges)
Plugs: 12.5 Ibs/5.7 kg

Recepts: 8.5 Ibs/3,9 kg

1 Cable size:

1 Approx Weight:

IRG60 / IPL60:

1 Max Current: 600 amps RMS at 1000
VAC (L-L)/600 VDC

 Cable sizes:

E suffix units: #8 to 250 MCM (Fold over
wire or use shims as
required for thinner
gauges)
U suffix units:  4/0 to 500 MCM
1 Approx Weight: Plugs: 26.5 Ibs/12.0 kg

Recepts: 16.8 Ibs/7.6 kg
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Unl i ke | egacy products that have been-dutyseeed- i n mi
action plugs and receptacles are completely modern, with patented innovations to re-

duce installation and maintenance costs, and to improve ease -of-use. Even with these

features, IE plugs and receptacles are completely compatible with similar products al-

ready on the market.

OHanBHBseed Operation:

Connecting a heavy plug with a bulky cable at-

tached to a receptacle has never been a simple op-
eration. However, |IE receptacles feature a spring -
loaded hands -free dust cover, with an opening lever
meant to be operated either by foot or by hand.

Making a connection is much simpler /i no need to set
the plug down to open the dust cover.

Easy Insulator Repair:

The rugged mining environment exacts a toll on
equipment, and mine  -duty plugs and recepta-
cles are no exception. A broken insulator is prob-
ably the most common problem, and replacing
one used to be a major ope
unique 2 -part insulator solves this problem by
making the front section of the insulator (the part
that gets broken) replaceable without discon-
necting cables. In the receptacle, this also
means that there is no need to open a panel.
Repairing a broken insulator can be completed

in just a few minutes.

Simple Installation:

|IE receptacles can mount into the same panel cut -
outs used with other branded products. However, our
receptacles feature recesses for mounting nuts, which
allow mounting bolts (or our optional mounting

plates) to remain attached to the panel when the
receptacle is removed. This means that the recepta-
cle can be mounted, or dismounted, without opening
the panel.
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